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2-Man Dead Duck ™, a version of the Maximus Bind ™.  INSTRUCTIONS  08 

 

The blind box contains: The front panel, shooting door panel, top stable panel (above head)  and the back panel (which is the 

largest)  all come with EZ-FAB mesh attached. Plus 4 end frame pieces, 2 vertical struts, 1 door, hinges, latch, bungee cord and nut 

and bolt package. There are loose pieces EZ-FAB mesh pre-cut to cover the ends/door, plus zip ties.     Front of blind              Back 

 

Ends are not assembled to allow for customizing and using them as modules.  

     1. One end will have the door installed. 

     2. Other end can have the vertical stabilizer bar, or use the “L” brackets create an open frame 

         end. This is the designed method for aligning blinds together, to allow for pass through. 

Step 1: Prep 

              A.)  Open Box-inventory parts. Use two 10mm tools (wrench, ratchet or drill) 

B.) Separate the 4 panels (Front, Back, Top & Drop door) these panels are all ready 

assembled, set aside for later, also set aside loose EZ-FAB Netting. 

C.)  Separate bungee cord, zip ties, and nuts, bolts and quick connect pins. 

You need to assemble the ends first, and then you can attach the panels to the ends. 

              

Ends:  Choose which end you desire the door to be installed and proceed. 

 Step 2 : End Panel Assembly  (no door)  

a.) Remove plastic on the 4 End Panel “C” shaped. Separate as follows 1- Back Section (Small) and 1- Front Section 

(Large) per end.  2- Vertical Stabilizing Bars> 

The back of the blind has less slant. The front of the blind has more slant.  

b.) Decide if you are going to have the vertical stabilizer with the triangles, or use the “L” brackets. When using 

the blinds as stand alone blinds, using the vertical stabilizer/triangles will assist in keeping the end’s shape. 

c.) If you are going to connect 2 blinds together, the stabilizing bar and triangles are not needed on the one End Panel 

which will be on the opposite end from the door.   

d.) Take 1 smaller C section (back) and 1 larger section  (front) and lay t them down.  The end with the 3 holes closest 

together is the bottom of the bar.  

e.) Option 1>Stabilizer Bar/triangles: Use them in pairs, with one in front of frame & other behind 

frame. 

Top Triangle (4x4x5) and. Bottom Triangle (4x4x6) over the pre drilled holes with the 1” bolts 

w/nylon lock nuts (nut side facing in).  The triangles line up along the seam and the stabilizing 

bar, the long section of the triangles face the Back Section. This assembly is needed for the 

door end. The triangles are the connectors for the 2 C shapes. 

f.) Option 2> L Brackets connectors  are used in place of the triangles and vertical stabilizer bar. 

Place one bracket on top and one on the bottom to connect the 2 C shapes, with nuts/bolts.  

 

Step 3:  End Panel Assembly - Entrance Door    Front to the left. Notice hinge & triangle to back/right.- 

a.)

 

Take the End Panel Section (w/Stabilizing Bar) for the side where you want the door.  The Door 

Frame, 2 Door Hinges (4x2) and 2” bolts w/nylon lock nuts and washers.  

Read the notation in ‘2:a’, above for which tips on the assembly. 

b.) 2 each Top Triangles (4x4x5) and 2 each Bottom Triangles (4x4x6 larger) over the pre drilled holes 

with the 1” bolts w/nylon lock nuts (nut side facing in). Make sure you use the pair of the triangles 

(one of each side) with the long side, or sloping side to the back of the blind.   The triangles line up 

along the seam and the stabilizing bar, the long section of the triangles face the Back Section. 

c.) Place hinges (2 identical shorter rubber pieces with pre-drilled holes) over pre drilled holes on the 

stabilizing bar and door frame with the hinges facing the outside of the blind. Attach using the 2” 

bolts ALWAYS USE WASHER with rubber pieces, make sure nuts face inside. 

d.)

 

Door closure/stopper. Take the 2 Door Closure sections which have one beveled edge. The 

Longer section goes on the outside of the frame, with the shorter piece going inside the frame.  

Attached to the opposite side of the Door Frame (from the hinges) at the pre drilled holes , place 

square on the inside of Door Frame and the shaved section on the outside of Door Frame use the 

2” bolts with nylon lock nuts and washers. 
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Step 4:  EZ-FAB Assembly- attaché the EZ-FAB 

a.) Now that the 2 End Panels are assembled the EZ-FAB pieces can be attached with the zip ties. EZ-FAB always 

goes on the outside of the blind! 

b.) The large piece of EZ-FAB is attached to the non door side, place EZ-FAB on the outside of frame and attach (see 

finished panels).  EZ-FAB should be flush on the Bottom and should have some even overhang around the rest of 

the edges, which will camouflage the blind frame. You can trim if desired, after the blind assemble is finished. Make 

sure there is no extra to interfere with the operation of the doors and assembly. If making the blinds into a 4 or 6 man 

where you want complete pass through between the blinds by aligning the blinds together DO NOT put EZ-FAB on 

the ends which butt together. For a 4 man blind, the doors should be on opposite ends. However 

you can use the blinds as modules, and customize as you desire. For a 6 man blind, the center 

blind will require a couple extra “L” brackets and will have open sides. 

c.) The remaining 2 sections of EZ-FAB attach to The End Panel with Door Frame.  Larger section 

goes on the outside of the back section of the End panel, flush at bottom and on stabilizing bar 

and smaller section is attached to the outside of the Door Frame (not the End Panel ).   

Step 5: Shooting Drop Door Assembly 

a.) You need the Front Panel, Drop Door Panel, 2 Drop Door long rubber Hinges (11x2) and 2” 

bolts with nylon lock nuts and washers. 

b.) On the Front Panel, look for the pre-drilled holes to attach the hinges to the  

out side of metal frame, but slip them under the EZ- FAB which is already attached to the 

outside. 

c.) On the Drop Door Panel, look for the pre drilled holes and attach the end of the hinge to the 

inside of the Drop Door Panel frame. 

d.) Take the Drop Door Latch and attach to the pre drilled hole in the middle of the Top Stable Panel, 

use the 2” bolt with nylon lock nut and 2 washers one for each side, this latch is meant to move back 

and forth and it will keep the Drop Door in the upright closed position  

Step 6: Blind Assembly 

a.) Use the Wire Lock Pins for quick assembly of the panels to each other; or use the extra 2” bolts with 

nylon lock nuts for a more permanent assembly. 

b.) Take Back Panel and End Panel line up holes and attach with pins or bolts/ nuts, repeat 

with other end panel. Then attach Top Stable Panel, and then lastly attach Front Panel 

w/Drop Door. 

c.) If converting the 2 man to a 4 or 6 man put the End Pane ls for each blind against each 

other. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 


